ESPECIFICACIONES TECNICAS (TECHNICAL SPECIFICATIONS)
MATERIALES (MATERIALS) n°.: PR -0300

DOCUMENTACION (pocumeNnTATION)
GRACO, S.A.

(WHOLE REFERENCE)

REFERENCIA COMPLETA : TAPON P-28/1 BLANCO white P-28/1 Cap)

IDENTIFICACION (IDENTIFICATION) :
CODIGO (Code)
MODELO (MODEL):

PESO TOTAL (WHOLE WEIGHT) :

TIPO (TYPE):

METODO TRANSFORMACION (TRANSFORMATION WAY) :
PESO TAPON SOLO (SINGLE CAP WEIGHT) :
PROVEEDOR (SUPPLIER) :

DESCRIPCION MATERIALES (MATERIALS DESCRIPTION) :
MATERIAL TAPON (CAP MATERIAL ) :

CONTENIDO (CONTENT) :

APTITUD ALIMENTARIA (FOOD ABILITY ) :

28100000
TAPON P-28/1 BLANCO
(White P-28/1 Cap)
3,95+-0,3gr
TAPON P-28/1 Blanco (White P-28/1 CAP)
INYECCION (INJECTION)

PE HD
98%
S| (YEs)

REFERENCIAS Y MARCAS DE MATERIALES DE POSIBLE UTILIZACION

(REFERENCE AND TRADEMARKS OF POSSIBLY USED MATERIALS)

MARCA (TRADEMARK) : Purell Ineos
REFERENCIA (REFERENCE) : 6541A CAP 508
CUMPLE Euph (Euph Compliance) Sl (YES) S| (YES)
EDICION (Edition) 102 102
MASTERBACH :
COLOR (COLOUR) : Blanco PE-3492
(White PE-3492)
CONTENIDO (CONTENT) 2%
APTITUD ALIMENTARIA (FOOD ABILITY) : Sl (YES)
SOLIDEZ A LA LUZ (LIGHT SOLIDITY) 8
RESISTENCIA TERMICA (Termic resistance) 300°
CUMPLE Euph (Euph Compliance) Sl (YES)
EDICION (Edition) 92
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MATERIALES (MATERIALS) n°.: PR -0300 GRACO, S.A.

ESPECIFICACIONES TECNICAS (TECHNICAL SPECIFICATIONS) DOCUMENTACION (0ocumENTATION)

REFERENCIA COMPLETA : TAPON P-28/1 BLANCO (white P-28/1 Cap)

(WHOLE REFERENCE)

CONDICIONES DE EMBALAJE (PACKING CONDITIONS) :

CAJA CARTON (PASTEBOARD BOX) : Sl (YES)

N° CAJA (Box N°): N° 3

MEDIDA (CAN SIZES) : 38 x 55 x 30 cm

BOLSA (BAG) Sl (YES)

BOLSA / CAJA (BAG/BOX) : 2

CIERRE BOLSA (Closure Bag) BRIDA PLASTICO (Plastic Flange)
UNIDADES TOTALES CAJA (WHOLE BOX UNITS) : 2000

PALLET (Paliet)(de pago 6 de cambio) (of payment or exchange) PALLET EUR PRIMERA (Pallet EUR First)

CONDICIONES OPTIMAS DE ALMACENAMIENTO (OPTIMAL STORAGE CONDITIONS)

No apilar los palets (Do not stack the pallets)

Ambiente seco, alejado de fuentes de humedad y/o calor (Dry environment, away from sources of humidity and / or heat)
Temperaturas recomendadas de almacenamiento (min. 10°C/ max. 35°) (Recommended storage temperatures (min. 10°C / max. 35°)
Temperaturas recomendadas de aplicacion (min. 18°C / max. 28°C) (Recommended application temperatures (min. 18°C / max. 28°C)
Proteger de olores, polvo e insectos (Protect from odors, dust and insects)

Proteger de la luz solar y UV (Protect from sunlight and UV)

Se recomienda utilizar los tapones dentro de los 12 meses posteriores a la fecha de entrega

(It is recommended to use the caps within 12 months after the delivery date)

OBSERVACIONES (TAKE - CARE) :
TOLERANCIAS GENERALES (RATIO TOLERANCE) + -0,2

No estéril. (No sterile)

No homologado. (No homologated)

Servido con el estandar de calidad propio. (Servet with its own quality estandar)
No deformar el tapén al apretado. (Do not disorm the cap when pressing)

Deben someterlos a pruebas fisicas, quimicas, bacteriolégicas, etc.,
(They must be put under physical,chemical,bacteriological test,

para determinar el buen fin de la aplicacion.

to fix their good use when applying).

Si el buen fin no lo ven factible no empaque con ellos.

(If their good use is not evident, do not pack them up).

Maxima combinacion de material (virgen / de su mismo triturado) 60/40

Maximum combination of material (virgin / of its own crushed) 60/40

Esta ficha técnica es de uso exclusivo para la empresa a la que se le facilita y no se puede divulgar a terceros sin nuestro consentimiento

pudiendo tomar medidas legales

(This data sheet is for the exclusive use of the company to which it is provided and can not be disclosed to third parties without our consent

can take legal measures)

EN INGLES PUEDE HABER ALGUN ERROR YA QUE HA SIDO TRADUCIDO MEDIDNTE PROGRAMA INFORMATICO

(In English you can have any error since it has been translated measuring computer program )
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1.5 15/01/2018| Tolerancia en medidas (Tolerance in measures)
1.4 23/10/2016|Creacion ficha con lineas explicativas de revision (Creation of a file with explanatory revision lines)
1.3 01/05/2005|Revision para comprobar medidas y peso (Review to check measurements and weight)
1.2 01/03/2004 |Ajustar medida exterior por rectificado de placas para evitar rebabas
(Adjust external measurement by grinding plates to avoid burrs)
1.1 08/02/2002|Revision (Review)
REVISION 1.0 23/03/1996|Creacion ficha (Creation tab)

Esta ficha técnica es de uso exclusivo para la empresa a la que se le facilita y no se puede divulgar a terceros sin
nuestro consentimiento pudiendo tomar medidas legales
(This data sheet is for the exclusive use of the company to which it is provided and can not be disclosed to third parties without
our consent can take legal measures)

OBSERVACIONES (Observations):

GRACO, S.A. .
PESO 3,95 gr
FECHA 23/10/16 | TAPON P - 28/1 (P-28/1 CAP)
N° 00028300
E: TOLERANCIAS (Tolerances) +-0,2
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